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PROPOSED SUB - FLOOR PLAN
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NOTES:

1. REMOVE ALL VEGETABLE AND DELETERIOUS MATTER FROM AREA OF CONSTRUCTION.

2. USE ONLY CLEAN CLAY FREE SAND AS FILL.

3. PROVIDE COMPACTION TEST CERTIFICATE TO ENSURE MIN 7 BLOWS / 300mm.

4. TERMITE TREATMENT TO BE INSTALLED IN ACCORDANCE WITH AS 3660.1:2014 TERMITE

TREATMENT - NEW BUILDING WORK, AND N.C.C. PART 3.1.4. OF NCC VOLUME 2

        4.1    INSTALL KORDON TO BOUNDARY WALLS TO MANUFACTURERS SPECIFICATIONS.

        4.2    SERVICE PENETRATIONS TO THE CONCRETE SLAB TO BE PROTECTED BY

COLLARS (KORDON OR SIMILAR)

                 INSTALLED TO MANUFACTURERS SPECIFICATIONS.

        4.3    INSTALL STAINLESS STEEL MESH (TERMIMESH OR SIMILAR PHYSICAL BARRIER)

TO JUNCTIONS BETWEEN

                 NEW & EXISTING TO MANUFACTURERS SPECIFICATIONS

5. ALL STRUCTURAL ELEMENTS DESIGNED TO MEET ACTIONS ; GENERAL PRINCIPLES,

PERMANENT, IMPOSED AND OTHER ACTIONS SO TO COMPLY WITH AS/NZS 1170 PARTS

0, 1, 2 & 3.

6. ALL CONCRETE STRUCTURES TO COMPLY WITH AS 3600.

7. RESIDENTIAL SLABS AND FOOTINGS TO COMPLY WITH AS 2870.

8. CONCRETE TO BE QUALITY CONTROLLED 20 MPA 80mm SLUMP.

9. CONCRETE TO BE PROPERLY CURED.

10. 0.20mm (200 UM) POLYTHENE WATER PROOF MEMBRANE TO BE LAPPED AND TAPED.

11. ALL RESIDENTIAL TIMBER FRAMED CONSTRUCTION TO BE IN ACCORDANCE WITH AS

1684 TIMBER FRAMING CODES. ALL TIMBER TO BE MINIMUM H2 FOR EUROPEAN BORER

ATTACK PREVENTION.

12. CONTRACTOR TO BE RESPONSIBLE FOR THE LOCATION AND PROTECTION OF ALL

UTILITY SERVICES WITHIN THE ROAD RESERVE AND ON SITE. DIAL 1100 MINIMUM 48

HOURS PRIOR TO CONSTRUCTION FOR SERVICE LOCATIONS.

13. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH ENGINEERS REPORT AND

SPECIFICATIONS.

14. CHECK ALL DIMENSIONS ON SITE PRIOR TO CONSTRUCTION AND / OR FABRICATION.

15. SITE RE-ESTABLISHMENT SURVEY IS RECOMMENDED PRIOR TO CONSTRUCTION OF

WALLS ON BOUNDARIES.
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