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EXTENT OF WORKS \ : N32 CCS MOCHACHINO 100mm THICK WITH 150mm THICKENED EDGES " DATE | REV |DESCRIPTION Y [AP]
| | l ‘ . | REINFORCING: SL82 MESH 18.01.22 A ISSUED FOR CLIENT & COUNCIL APPROVAL ML DS

EXISTING CUBICLE TO BE RETAINED AND
PROTECTED DURING CONSTRUCTION.

- ‘ | ‘ FINISH: BROOM FINISH TO MATCH EXISTING, NO TOOLED EDGES 030222 B ISSUED FOR COUNCIL APPROVAL ML DS
EXISTING FOOTPATH BASE COURSE: COMPACTED SUBGRADE 23.03.22 C ISSUED FOR TENDER ML DS
NE REFER DETAIL 01/L7.101 15.06.22 D RE-ISSUED FOR CLIENT & ML DS
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N32 CCS MOCHACHINO, 150mm THICK WITH THICKENED EDGES
/ REINFORCING: SL82 MESH
FINISH: BROOM FINISH TO MATCH EXISTING, NO TOOLED EDGES
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ON BIDIM A14 FILTER FABRIC
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SEATING WALL. 400mm HIGH ABOVE GROUND.
\ WA SIZE: 500x350x200mm

REFER DETAIL 09-10/L7.102

/ WALL TYPE B: RECONSTITUTED LIMESTONE ‘EARTH’ 80 L.M
RETAINING WALL. 500mm BELOW GROUND,
wB 300mm ABOVE GROUND.
SIZE: 500x350x200mm
REFER DETAIL 12/L7.102

MOWING KERB: INSITU CONCRETE 215 LM
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REFER DETAIL 03/L7.101
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BENCH SEAT: 1 No
MAKE: COX URBAN FURNITURE (3 No SALVAGED)
—_— MODEL: URB:SAT B330 (WITH BACKREST)
BS FIXING: SURFACE FIXING
ANODISED ALUMINIUM FRAMES & HDP BATTENS.
INSTALLED TO MANUFACTURERS SPECIFICATION

TABLE SETTING: 1 No.
=——  MAKE: COX URBAN FURNITURE
&= MODEL: URB:TBS BB800 DA 8+2 WHEELCHAIR ACCESSIBLE
TS FIXING: SURFACE FIXING
ANODISED ALUMINIUM FRAMES & HDP BATTENS.
NO TREE PLANTIN INSTALLED TO MANUFACTURERS SPECIFICATION

WITHIN SEWER EASEMENT. ¢ BOLLARD - FIXED: 92 No.
BF  REPLAS BOLLARD, 100x100x1500mm HIGH
COLOUR: BLACK
SET: FINISH 750mm ABOVE GROUND
REFER DETAIL 05/L7.101
¢ BOLLARD - REMOVABLE: 2 No
BR  REPLAS BOLLARD, 100x100x1500mm HIGH

COLOUR: BLACK
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REFER DETAILS 06-09/L7.101

SHELTER: 1 No
TYPE: PREFABRICATED STEEL SHELTER
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CODE: K693

INSTALLED TO MANUFACTURERS SPECIFICATION

= WATER FOUNTAIN: 1 No
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BALANCE LOG 5 No
< BL  800-1200¢ x 3m LONG DEBARKED HARDWOOD LOGS
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DS1  SMALL DOG AREA USER GUIDE SIGN 1 No.
TYPE: SCREEN PRINTED ON 3mm ALUMINIUM PLATE,
BOLTED TO FENCING.
REFER DETAIL: 13/L7.101

DS2  LARGE DOG AREA USER GUIDE SIGN 1 No.
TYPE: SCREEN PRINTED ON 3MM ALUMINIUM PLATE, Shire of Serpentine Jarradale
BOLTED TO FENCING.

REFER DETAIL: 13/L7.101 ENDORSEMENT
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TYPE: SCREEN PRINTED ON 3MM ALUMINIUM PLATE, Subject to approval letter 0C22/15489
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